






90%

91%

92%

93%

94%

95%

96%

97%

98%

99%

100%

0% 20% 40% 60% 80% 100%

380V

600V

800V

-

-

+

+

-

+

+

-

SPD
DC

Switch

Current

Sensor
SPD

DC/AC

Inverter

Output 

Relay

EMI

Filter

EMI 

Filter
Output

Filter

MPPT1

MPPT2

L1

L2

L3

N

PE



φ

＜

° ° ° °



90%

91%

92%

93%

94%

95%

96%

97%

98%

99%

100%

0% 20% 40% 60% 80% 100%

480V

600V

800V

-

-

+

+

-

+

+

-

+

+

-

-

MPPT1

MPPT2

MPPT3

L1

L2

L3

PE

DC
Switch

EMI
Filter

DC/AC
Inverter

SPD

Output
Relay

EMI
Filter

N

SPD

Current
Sensor

Output
Filter



φ

＜

° ° ° °



90%

91%

92%

93%

94%

95%

96%

97%

98%

99%

100%

0% 20% 40% 60% 80% 100%

580V

720V

850V

-

-

+

+

-

+

+

-

-

-

+

+

-

+

+

-

MPPT1

MPPT2

MPPT3

MPPT4

L1

L2

L3

PE

DC 
Switch 2

DC
Switch 1

EMI
Filter DC/AC

Inverter

SPD

Output
Relay

EMI
Filter

SPD

Current
Sensor

Output
Filter



φ

＜

° ° ° °



-

-

+

+

-

+

+

-

+

+

-

-

-

-

+

+

-

+

+

-

+

+

-

-

MPPT1

MPPT2

MPPT3

MPPT4

MPPT5

MPPT6

SPD
DC 

Switch 2
Current

Sensor

L1
L2
L3

PE
DC/AC

Inverter SPD
Output

Relay

EMI

Filter
Output

Filter

EMI 

Filter

DC

Switch 1 SPD



φ

° ° ° °



℃ ℃ ℉ ℉

℃ ℃ ℉ ℉

≥ ≥



° ° ° °

° ° ° °

～

～



•
•

•
•
•

•
•
•







Smart







Efficient

Network



＜

0

1

2

3

4

5

6

7

8

9

0 100 200 300 400 500 600 700 800

Normal Curve

Abnormal Curve with String Current Mismatch

0

1

2

3

4

5

6

7

8

9

0 100 200 300 400 500 600 700 800

Normal Curve Abnormal Curve with shading on Modules





90%

92%

94%

96%

98%

100%

0% 20% 40% 60% 80% 100%

260V 380V 480V

+

-

+

-

+

-+

-



≤

° °

～



≤

≤ ≤

±

±

±

℃ ℃

℃ ℃



•

•



•

•



• ×
• ×
•
•

设备图

• ×
• ×
•
•

设备图




