
 HUB 4 system wiring 

PV system 

Public grid

EM24-DIN
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Color Control GX
(ver. 1:30 or higher)

color control fuse 1A 

fuse 

USB VE BUS

2 x 90Ah LPF battery
(Use 12Vdc charger to fully charge batteries before installation)

BS102-RED

Regular house installation 

UPS loads

Amp meter 
Carlo Gavazzi Multiplus 

(First load firmware version  xxy4zz )
(Then load assistant HUB4 )jumper

dc powersupply
(use temperature cable as 
this is not needed in LPF systems)
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AC detector
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(Cut/isolate the unused wires)

(Connect to AC IN )

fuse 1A (DO NOT CONNECT MINUS)

Phase wire from PV 

AC IN AC OUT

    BMV-602
 battery monitor

SETUP

+
-

SELECT

Ve Direct cable

BMV Battery monitor 
(optional)

House AC distribution 

Multiplus 1600 /24Vdc--> use standard DC Cabling
Multiplus 3000-/48Vdc-->use 25mm2 minimal/max 5 mtr) 

Make sure the rotary switch is NOT in the locked posistion!

Make sure that 
 - Grid meter is selected with L2 for PV
 -AC input is grid
 -MAc adress is written down
 -VRM account is created 
 -Remote access is ON
 -Two way communication is ON
 -LAN/WLAN is connected 


