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1. HOW TO CONFIGURE THE STICK LOGGER

1.1. Connect to the Wi-Fi Stick Hot Spot
Use the smartphone or PC to connect to the hot spot. The SSID is beginning with “EAP-*****”.

meere are the five last numbers of the device's serial number. The password of the Wi-Fi hot
spot is 12345678.
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1.2. Launch the Browser
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1.3. Go to the URL Bar

Type the address 10.10.10.1 into the address bar of the browser and push “Enter” to open
the web page of the Wi-Fi stick.

@ Device Web x +

& > C ©® Notsecure | 10.10.10.1 * -

Device Information
Serial Number: E41011997777

Register Key: LTSHFHCBSQXJQFWH
Hardware Version: AEW2-0001-00

Software Version: 4770120506R

Server Information

Connection Status: Connected OK

Firmware Upgrade

Choaose File | No file chosen

1.4. Scan the Local Wi-Fi Hot Spot List

Click on “Scan” to scan the Wi-Fi list. After a few seconds, the list will display on the web page
as follows:

Firmware Upgrade

Choose File |No file chosen

Wi-Fi Connection

Wi-Fi SSID: E-LINTER
Connection Status: Connected OK

[ Using the following static IP address

Address: 192.168.199.198
Netmask: 255.255.255.0
Gateway:

192.168.199.1

Save Scan



1.5. Connect to the Router

Select the router, and input the password of the router as follows:

Router SSID:

elinter

Router Password:

P

1.6. Confirm the Configuration

Please refresh the web page. If it showed that it has connected to the router, the configuration
was successful.

Wi-Fi SSI1D: E-LINTER

Connection Status: Connected OK

Using the following static IP address

Address: 192.168.199.198
Netmask: 255.255.255.0
Gateway: 192.168.199.1

Save Scan
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